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Cablenet Custom

Made from 1/8” (3mm) blackened or standard galvanised aircraft cable

Spacing As required - usually within the range 2" - 3"  (50-75mm)

End fi ttings 100% of MBL of steel cable achieved

Tension To suit client defl ection requirements

Live load capacity up to 40 lb/ft2 (2 kN/m2)

Point load To suit client requirements

Typical weight of 
a 10' x 10' frame

n/a

Overall design style Custom designed to complement the architectural requirements

Maximum unsupported length To suit client requirements



This page: Helsingborg Theatre A curved grid, 75' 6" at its widest point and 31' 2" deep, following the shape of the ceiling.
1.  Brighton Dome A carefully designed donut shaped Cablenet, integrating with a complex array of existing steelwork that supports 

an ornate plaster ceiling below.
2.  St. Petersburg College A uniquely shaped tension wire grid. Covering 1,900 sq. ft. with access via a cat ladder from rear of stage, 

it incorporates a gated platform within the net. 
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Cablenet CUSTOM virtual floor® –  
any SIZE, any SHAPE, anywhere

n Custom-made to meet all sizes and shapes
n �Suitable for retrofit or new build;  

historic or cutting edge architecture.
n �Adaptable for wheelchair access
n �Places no tension on supporting walls –  

only the deadweight of the frame
n �Ideal for multi-purpose venues with changing  

lighting/rigging needs
n �Full consultancy from initial load calculations  

and computer modeling through to design,  
construction and installation

n �Annual service contracts available
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protecting your investment

Cablenet protectors are quickly and easily fixed 
wherever ongoing wear and tear might occur. 
Made from heavy duty plastic, they are inserted 
in Cablenet apertures to protect the wire from 
abrasion when cables from moving parts like 
lifting bars and microphones pass through.

For ease of use, the protectors are produced 
in two pieces so that if necessary they can 
be fitted around an existing cable that already 
passes through the Cablenet. The two pieces 
are then secured in place using cable ties.

CABLENET RANGE COMPARISON
Modular ModularPlus+ Custom

Made from 1/8" (3mm) blackened or  
standard galvanised aircraft 
cable

1/8" (3mm) blackened or  
standard galvanised aircraft 
cable

1/8" (3mm) blackened or  
standard galvanised aircraft 
cable

Spacing 2"  (50mm) 2"  (50mm) As required - usually within the 
range 2" - 3"  (50-75mm)

End fittings 100% of MBL of steel cable 
achieved

100% of MBL of steel cable 
achieved

100% of MBL of steel cable 
achieved

Tension Low: slight deflection High: minimal deflection To suit client deflection 
requirements

Live load capacity up to 20 lb/ft2      
(1 kN/m2)

up to 40 lb/ft2      
(2 kN/m2)

up to 40 lb/ft2      
(2 kN/m2)

Point load Maximum 550 lb (275 kg) Maximum 720 lb (360 kg) To suit client requirements

Typical weight of a 10' x 10' frame 2.6 lb/ft2      
(12.7 kg/m2)

4.3 lb/ft2      
(21.0 kg/m2)

n/a

Overall design style Square or rectangular modular 
units

Square, rectangular or more 
abstract shaped modular units

Custom designed  
to complement  
the architectural  
requirements

Maximum unsupported length 10' (3m)  12' (4m) To suit client requirements
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This page: Helsingborg Theatre A curved grid, 75' 6" at its 
widest point and 31' 2" deep, following the shape of the ceiling.



Cablenet - the Virtual Floor® for high level access

www.thecablenet.net | sales@thecablenet.net

...the perfect solution ... it was essential that groups of students could work safely at height ... with the lighting and 
sound equipment. TheTension Wire Grid allowed us to achieve this. Slingco were great to work with, extremely 
professional, prior, post and during site work. They were highly flexible, and were able to change installation dates 
at short notice. They worked anti-social hours to ensure our installation deadlines were met...

PAUL MCGREAL, PROJECTS MANAGER

...the entire installation is working perfectly giving us enormously useful and functional results. We are
completely satisfied with the installation, with its functioning, with the maintenance which you recently
carried out and of course with all the personnel of Slingco who took part in all the phases of these works...

GREGORIO OYA, ARQUITECTO TÉCNICO

...when [we] were faced with providing safe access for the frequent adjustment and focusing of theatre lighting ...the 
tension wire grid provided a permanent and safe working platform
where other methods had proved impractical ... the support provided by Slingco throughout was invaluable to the 
smooth running of the project and in ensuring the work was completed on time, and on budget...

JOHN FORRESTER, ESTATES MANAGER

UK office

Slingco Limited
Station Road, Facit, Whitworth, Lancashire OL12 8LJ
Tel: +44 [0] 1706 855 554 · Fax: +44 [0] 1706 855 559

US office

Slingco America, Inc. 
455 Ethan Drive, Fayetteville, Georgia 30214
Tel: 888 685 9478 · Fax: 888 728 4047


